
1.2. GENERAL SAFETY
3 Check that the heater is in sound condition and good working order. Take immediate action to repair or replace damaged parts.3 Use recommended parts only. Unapproved parts may be dangerous and will invalidate the warranty.p WARNING! Only use heater in well ventilated areas. Ensure continuous ventilation is provided to the heater operating area. Ifyour operating area has no direct access to clean fresh air we recommend that you run a large gauge duct from the outside of the building to the back of the heater in order to provide a clean air intake. 3 Keep the heater a minimum of 3 meters from any combustible materials (i.e. wooden items, cloth, plastics, paper, etc).3 Maintain a minimum distance of 50cm from non-combustible materials (i.e. brick, steel, concrete, etc).3 Maintain the following clearances around the heater. Sides - 0.6m, Top - 1.5m, Air inlet - 0.6m, Air outlet - 3.0m

For all other heater safety see your heater instructions.
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Thank you for purchasing a Sealey Product. Manufactured to a high standard this product will, if used according to these instructions
and properly maintained, give you years of trouble free performance.

1. SAFETY INSTRUCTIONS
1.1. ELECTRICAL SAFETY
p  WARNING! It is the responsibility of the owner and the operator to read, understand and comply with the following:You must check all electrical products, before use, to ensure that they are safe. You must inspect power cables, plugs, socketsand any other connector for wear or damage. You must ensure that the risk of electric shock is minimised by the installation ofappropriate safety devices. A Residual Current Circuit Breaker (RCCB) should be incorporated in the main distribution board.We also recommend that a Residual Current Device (RCD) is used. It is particularly important to use an RCD with portableproducts that are plugged into a supply which is not protected by an RCCB. If in any doubt consult a qualified electrician. Youmay obtain a Residual Current Device by contacting your Sealey dealer. You must also read and understand the following instructions concerning electrical safety.1.1.1. The Electricity at Work Act 1989 requires all portable electrical appliances, if used on business premises, to be tested by a qualified electrician, using a Portable Appliance Tester (PAT), at least once a year.1.1.2. The Health & Safety at Work Act 1974 makes owners of electrical appliances responsible for the safe condition of those appliances and the safety of the appliance operators. If in any doubt about electrical safety,contact a qualified electrician.1.1.3. Ensure that the insulation on all cables and on the appliance is safe before connecting it to the power supply. See 1.1.1. and 1.1.2. and use a Portable Appliance Tester.1.1.4. Ensure that cables are always protected against short circuit and overload.1.1.5. Regularly inspect power supply cables and plugs for wear or damage and check all connections to ensure that none is loose.1.1.6. Important: Ensure that the voltage marked on the appliance matches the power supply to be used and that the plug is fitted with the correct fuse. See your heater manual for the correct fuse. 1.1.7. DO NOT pull or carry the appliance by the power cable.1.1.8. DO NOT pull the plug from the socket by the cable.1.1.9. DO NOT use worn or damaged cables, plugs or connector. Immediately have any faulty item repaired or replaced by a qualified electrician. Blue
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2. INTRODUCTION 
Thermostat with a setting range of 5°-30° and On/Off switch gives complete control over remotely positioned heater. Supplied with 10mtr cable
and plug for direct connection to heater. Suitable for use with AB502, AB902, AB1452, AB125HE and AB180HE heaters.
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3. INSTALLATION

4. OPERATION

p  WARNING! Before connecting the thermostat, make sure that the power supply to the heater is not connected.
3.1 Placement of the thermostat.
Note: The thermostat should be placed in a position away from doors, windows and approx 1.5mtr from the floor.
3.1.1 Remove the front cover from the thermostat base by releasing the clip using  a screwdriver (fig.2.).
3.1.2 Remove the breakout from the base using a suitable pair of pliers to allow the cable to recess the base. 

This will enable the base to sit flush against the wall.
3.1.3 Fix the base to the wall using the provided holes and secure it by means of suitable screws.
3.1.4 Replace the cover.

fig.1.
fig.2.

4.1 Install the thermostat by removing the socket cover on the heater panel (Fig. 3.) and inserting the thermostat plug into the socket. 
4.1.1 Plug the heater into the mains socket (230V ~ 50Hz single phase). 

(THE HEATER MUST BE EARTHED.)  
4.1.2 Set the thermostat ON/OFF switch to ON (Fig.1.c) and the temperature knob (Fig.1.a) to maximum and start the heater.
4.1.3 When the heater is running you may adjust the temperature by rotating the temperature knob to the desired temperature.
4.1.4 To turn off your AB heater, switch off the thermostat and follow your heater�s instructions to shut down the heater.
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