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1. INTRODUCTION & APPLICATIONS

p WARNING! Ensure that Health and Safety, local authority andgeneral workshop practice regulations are adhered to when using tools.7 DO NOT use tools if damaged.3 Keep tools in good and clean condition for best and safest performance.3 Ensure that ignition key is removed, to prevent inadvertent cranking.3 If the vehicle to be worked on is raised, ensure that it is adequately supported with axle stands or ramps and chocks.3 Wear approved eye protection. A full range of personal safety equipmentis available from your Sealey dealer.3 Wear suitable clothing to avoid snagging. Do not wear jewellery and tie back long hair.3 Account for all tools, locking bolts, pins and parts being used and do not leave them on or near the engine.SS IMPORTANT: Always refer to the vehicle manufacturer�s serviceinstructions, or a proprietary manual, to establish the current procedureand data. These instructions are provided as a guide only.

2. SAFETY INSTRUCTIONS

1.1. INTRODUCTIONTiming belt replacement on the latest VW range of 1.4 & 1.6 16v. Twin Cam petrol engines requires thecrankshaft pulley to be removed.VS12470, VS12471 and VS12473 Holding Tools are necessary to counterhold the pulley whilst the centre bolt isreleased/removed and when a new bolt is installed. The various models/engines within this range have a numberof different crank pulleys and it is essential that the correct Holding Tool is used on the appropriate pulley - see Applications.1.2. APPLICATIONSVS12470 . . Audi: A2 Engine Type: AUAVolkswagen: Lupo, Polo/Classic, Golf, Bora, CaddyEngine Type: AFK, AHW, AJV, AKQ, APE,AQQ, AUA, AUB, AXP, AFHVS12471 . . Seat: Arosa, Ibiza, Cordoba, Toledo, LeonEngine Type: AFH, AFK, AHW, APE, AQQ, AUA, AUB, AXP, AKUVS12473 . . Volkswagen: Lupo, Polo/Classic, Golf, Bora, CaddyEngine Type: ARC, ATN, AUS, AVY, AZDAssociated ToolsUse with Camshaft Setting Tool....................................................VS1246

CRANKSHAFT PULLEY HOLDING TOOLS

NOTE: It is our policy to continually improve products and as such we reserve the right to alter data, specifications and componentparts without prior notice. IMPORTANT: No liability is accepted for incorrect use of this equipment. WARRANTY: Guarantee is 12months from purchase date, proof of which will be required for any claim. INFORMATION: For a copy of our latest catalogue andpromotions call us on 01284 757525 and leave your full name and address, including postcode.

01284 757500 sales@sealey.co.uk01284 703534
Sole UK Distributor,Sealey Group, Bury St. Edmunds, Suffolk. Web
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